]] HANDLE 90° (2) PIECE HINGED, REMOVABLE
COVERS WITH STAY OPEN LATCH
h OPTIONAL SPRAYBALL

HORIZONTAL LEG BRACING

HINGE

RUGGED BOLTED
BRIDGE

1-1/2" NPT MALE
HEAT TRANSFER CONN'S

OPTIONAL GAS
CYLINDER ASSIST ~ OPTIONAL NO-FOAM INLEF

OPTIONAL EXTENDED ‘ 330° HINGE
VALVE HANDLE
MANY AGITATOR STYLES TO

CHOOSE FROM INCLUDING:

1/4” NPT TAPPED HOLE FOR _70° SINGLE SCRAPER, DUAL MOTION
LOW PRESSURE CIP FLUSH WITH TURBINE, DUAL MOTION
INCLUBES PIPE PLUG MULTI-FLIGHT & INCLINED
DIRECTION OF
ROTATION OPTIONAL SPRAYBALL BT - AGITATORS. (T-MIX, COUNTER
cow e ROTATING STYLE SHOWN) SEE
OPTIONAL NO-FOAM INLEL\ i1 AGITATOR SHEET FOR MORE INFORMATION
SCRAPER BLADE (4) LIFTING HOLES . ki SLOTS FOR CIP CLEANING
i i | st
” ! R i BETWEEN SHAFTS
1-1/2" NPT MALE HEAT~ |1 7 2T STR.
1
]

HEAT TRANSFER SURFACE
AVAILABLE ON SIDEWALL

TRANSFER CONN'S. ADDITIONAL\( = '$->—_—- _-_ﬁ;- SIVDE
AT =it SOFT FIBERGLASS
' : /_INSULATION WITH

S VP T 1
W - ‘,/'I{ffjl 304 STN STL SHEATHING
N4

J ~~— DISH BOTTOM 304 SS
f TRIM. OPTIONAL HEMISPHERI

DIMPLE SURFACE CONSTRUCTION—

FFFICIENT FOR BOTH STEAM
OAH  OR WATER, CAN BE APPLIED
IN DISTINCT ZONES

n\ TRIM AVAILABLE
CLOCKWISE ; 18” OPTIONAL EXTENDED
TURBINE ROTATION / VALVE HANDLE
_ L 1" DIA NYLON
1-1/2" NPT MALE=" 4" _} SHEATHING VENT
HEAT TRANSFER CONN'’S REF. NYLON BUSHING
OPTIONAL FLUSH MOUNT RTD W/ SPIDER SUPPORT SS LEG SUPPORTS WITH
4-20 mA TRANSMITTER ALSO AVAILABLE ADJUSTABLE STN STL BALL
OPTIONAL FLUSH MOUNT OUTLET BALL VALVE FEET (NO EXPOSED THREADS)
(FLUSH STYLE REQUIRED FOR 3-A) (3) REQD FOR 24" — 62” DIA

CAPACIV] 1D, TSSO [ OB [ o0, TS SOTIOU[SHE T (4) REQ'D FOR 72" — 84" DIA
00 GAL I 367 | 167 577 1321523 22 5F | #8550 o LEG SUPPORT DESIGN NOT ATTACHED
BRI S
200 GAL 48" 12" 59” — i 23.2 SF , .
A e AND LOAD CELL LEG DESIGNS AVAILABLH
300 GAL 62" 18" 71" 68—-1/2" 37.3 SF #1,450
350 GAL 54" 24" 77" 60-1/2" 27.3 SF #1,550
500 GAL sz: 24: 95: ggjﬁ: gzz g: 12.328
A 4 -8 X A OPTIONAL ADJUSTABLE
7.900 GAL %"’ gi" 17272 32:];2" 541.4ng 45,450 | FLANGED FOOT
R N I
NOTES: %48 118 : FELDMEIER |revB EFFECTIVE 10/28/08
1) HEAT TRANSFER SURFACE RATED FOR 150 PSIG
) AT 400 DEG. F STANDARD EQU]PMENT DIMENSION DRAWING
2) ASME "U” CERTIFICATION AVAILABLE. 76 5 . srenmT DIMPLE JACKETED
3) COVERS NOT DESIGNED TO CONTAIN CIP. '
4) KETTLES DESIGNED WITH APPROX 10" FREEBOARD LAPROIECTS\CUT SHEETS\KETI- 34507 INSULATED KETTLE—-B&C




