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LOWER BLADE FOR MINIMU
MIXING AMOUNT

NO GROOVE SANITARY FERRULE
W/ REPLACEABLE 2-PC
SPLIT SPRING LOADED SEAL

SCH 40 PIPE SHAFT~_

URBINE BLADE

BETTER MIXING

—~_|

—=STN STL PLATE
—DESIGNED ACCORDING
TO APPLICATION
—BLADE TIPPED 45°
—BLADES STAGGERED FOR

MOTOR COUPLIN
OPTIONAL MOTOR COUPLING GUARD

MOTOR PLATE

GEARMOTOR (SEE TURBINE STANDARDS CHART)

MOTOR RAIL OPTIONS:
—FORMED (STANDARD)
—FULL SPAN (HEAVY DUTY APPLICATIONS)

CLOCKWISE
ROTATION

/ 1

NYLON BUSHING W/ SPIDER SUPPORT

NOTES:

1. 304 STN STL AND 316L STN STL OPTIONS
2. HEADS CAN BE OF VARIOUS TYPES

HP | RPM (1) TURBINE (2) TURBINES (3) TURBINES
1.5 68 24" 20" 16"
3055 GPM 2940 GPM 2042 GPM
2 63 28" 24" 20"
4971 GPM 5248 GPM 3844 GPM
3 73 32" 28" 24"
7480 GPM 8450 GPM 6792 GPM
5 68 36" 32" 28"
11,322 GPM 13,838 GPM 11,901 GPM
75| 73 407 36" 327
14,832 GPM 18,727 GPM 17,424 GPM
10 73 44" 40" 36"
20,880 GPM 25,214 GPM 24,235 GPM

FELDMEITER
FEQUIPMENT

575 E.MILL STREET
LITTLE FALLS, NY 13365
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TURBINE AGITATION
STANDARD LAYOUT




